on the basis of EN 13172, Annex A

we herewith confirm that the light weight fill products for civil engineering applications

made of expanded Polystyrene

1.) EPS 80 GEOFOAM
2.) EPS 100 GEOFOAM
3.) EPS 150 GEOFOAM

1.) EPS—EN 14933 —-T1—L1-WI-S1-P1-DS(70)1 - CS(10)80 — BS125
2.) EPS—EN 14933 —T1 L1 - W1 -S1-P1-DS(70)1 — CS(10)100 - BS150
3) EPS—EN 14933 -T1-L1 - W1 =S1-P1-DS(70)1 - CS(10)150 - BS200

Reaction to fire: Euroclass E

from the manufacturer

G. K. RIZAKOS SA
Lamia Industrial Estate
Lamia 35100, Greece

correspond to the technical specification of

EN 14933:2007

This certificate is based on an
initial inspection, continuous surveillance,
assessment and evaluation of the Factory Production Control (FPC) and
audit-testing of samples taken before placing the product on the market
according to table A.1 of EN 13172 Annex A.

This certificate of conformity is valid until 31.07.2024. The validity can be prolonged by seal of the
GSH and signature of the manager of the certification body.

14.07.2023 / 15 61 738-R5.e Manager of the Certification Body
Corth Siegfried
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